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MOTOTRBO PROfessiOnal seRies RadiO accessORies

iMPRes BaTTeRies and cHaRGeRs: Get the most out of every battery and eliminate the surprise of “low 
battery alerts”. IMPRES chargers tell you exactly how much capacity is in an IMPRES battery before you attach it 
to your radio and exactly when an IMPRES battery has reached the end of service life.

inTRinsic safeTY RaTinG: Motorola-approved batteries are a critical part of the overall radio system 
certified by a recognized testing organization as intrinsically safe. Non-Motorola approved batteries may not be 
certified for MOTOTRBO and if used, could result in equipment that is NOT approved or unsafe in a hazardous 
environment.

BaTTeRY WaRRanTY: Take advantage of the longest warranty in the industry. Our warranty protects against 
any defects in workmanship for four years – twice as long as most leading competitive batteries.
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knOcks. dROPs. sHOcks. viBRaTiOn. sTaTic. 
if your radio gets banged on a ride, rattled by heavy equipment or 
shocked by static electricity, our batteries will stay true and stand tough. 
these rigorous lab tests prove that Motorola radio batteries perform 
robustly and reliably, despite the toughest conditions. What’s more, we 
stand behind every battery we build.

See www.motorolasolutions.com/proventough for details. 

cOMPaTiBiliTY accessORY feaTURes

MOTOROla ORiGinal® TWO-WaY RadiO BaTTeRies the only batteries developed, tested and certified for optimal performance with your 
MOtOtRbO radio. MOtOtRbO batteries are Proven tough, in lab test after lab test, to withstand shocks, knocks, drops and shakes and outperform the other brands. 

PORTaBle RadiOs BaTTeRies DeScRiPtiOn PARt nuMbeR iMPReS cHeMiStRy

tyPicAL  
RAteD
cAPAcity
(mAh)

APPROXiMAte 
OPeRAtiOnAL tiMe 
(HOuRS) 
5/5/90 Duty cycLe

DiMenSiOnS
(MiLLiMeteRS)

WeiGHt
(MAX.
GRAMS)

intRinSic 
SAfety 
RAtinG*

iP 
RAtinG

Slim Li-Ion 1500 mAh battery  
Submersible (IP57)

PMNN4406 Li-Ion 1600
Analog:  8
Digital:  11.5

113 x 52 x 18 125 IP57

IMPRES Slim Li-Ion 1500 mAh battery 
Submersible (IP57)

PMNN4407 • Li-Ion 1600
Analog:  8
Digital:  11.5

113 x 52 x 18 125 IP57

IMPRES Li-Ion 2150 mAh battery 
Submersible (IP57) PMNN4409 • Li-Ion 2250 Analog:  11 

Digital:  16.5 113 x 52 x 23 150 IP57

Long life (LiMn) 1300 mAh battery
Submersible (IP57), -30ºC rated PMNN4435 LiMn 1400 Analog:  7

Digital:  10 113 x 52 x 23 150 IP57

IMPRES Hi-Cap Li-Ion 2700 mAh battery
Submersible (IP57) PMNN4448 • Li-Ion 2800 Analog:  14

Digital:   20.5 113 x 52 x 23 150 IP57

IMPRES Li-Ion 2300 mAh battery 
Submersible (IP57), Intrinsically safe (FM) NNTN8129 • Li-Ion 2350 Analog:  12

Digital: 17.5 113 x 52 x 23 150 FM IP57

IMPRES Hi-Cap Li-Ion 2500 mAh battery 
Submersible (IP57), Intrinsically safe 
(TIA4950)

NNTN8560 • Li-Ion 2500 Analog:  12.5
Digital: 18.5 113 x 52 x 23 195 TIA IP57

XPR 3000
seRies
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seRies

XPR 7000 
seRies

XPR 7000 
seRies

WHaT is THe lOnG-life cOld 
TeMPeRaTURe BaTTeRY? 
the Motorola Original® Long-Life cold 
temperature Lithium Manganese battery has up 
to 1000 full charge/discharge cycles and is rated 
to withstand extreme temperatures down to -30 
degrees c. Maintenance-free and lightweight, 
this battery does not require reconditioning or 
hazardous waste disposal.

PMnn4435

http://www.motorolasolutions.com/proventough
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HOW dO iMPRes BaTTeRies and 
cHaRGeRs save MOneY?
they reduce the number of spare batteries you buy and increase 
the time before you need replacements. Only iMPReS batteries can 
be charged 150 additional times versus a standard battery – a 43% 
increase in charge cycles. if you charge radios two to three times a 
week, you’ll get more than an extra year out of every iMPReS battery.

iMPRes BaTTeRies and cHaRGeRs: Get the most out of every battery and eliminate the surprise of “low 
battery alerts”. IMPRES chargers tell you exactly how much capacity is in an IMPRES battery before you attach it 
to your radio and exactly when an IMPRES battery has reached the end of service life.

inTRinsic safeTY RaTinG: Motorola-approved batteries are a critical part of the overall radio system 
certified by a recognized testing organization as intrinsically safe. Non-Motorola approved batteries may not be 
certified for MOTOTRBO and if used, could result in equipment that is NOT approved or unsafe in a hazardous 
environment.

BaTTeRY WaRRanTY: Take advantage of the longest warranty in the industry. Our warranty protects against 
any defects in workmanship for four years – twice as long as most leading competitive batteries.

IMPRES™ Li-Ion 1500 mAh battery 
Submersible (IP57) PMNN4066 • Li-Ion 1600

Analog:  9
Digital:   13

129 x 55 x 21 145 IP57

IMPRES Li-Ion 1400 mAh battery 
Submersible (IP57), Intrinsically safe (FM) PMNN4069 • Li-Ion 1450

Analog:  8.5
Digital:  12

129 x 55 x 23 155 FM IP57

IMPRES Li-Ion 2150 mAh battery 
Submersible (IP57) PMNN4077 • Li-Ion 2250

Analog:  13
Digital:  18

129 x 55 x 23 160 IP57

NiMH 1300 mAh battery  
Submersible (IP57) PMNN4065 NiMH 1400

Analog:  8
Digital:  11

129 x 55 x 21 215 IP57

BT100x Li-Ion 2300 mAh Battery PMNN4468 Li-Ion 2300 14 12 x 36 x 54 50

BT90 Li-Ion 1800 mAh Battery HKNN4013 Li-Ion 1800 11.5 9 x 36 x 54 38

BT7X Li-Ion 1400 mAh Battery PMNN4425 Li-Ion 1400 8.5 7 x 36 x 54 30

Replacement Battery Cover (BT100x - ultra 
high capacity battery) PMLN6745

Replacement Battery Cover (BT90 - high 
capacity battery) PMLN6001

Replacement Battery Cover (BT7X - 
standard battery) PMLN6000
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OnlY iMPRes BaTTeRies can Be cHaRGed  
150 TiMes MORe THan sTandaRd BaTTeRies 
and lasT 43% lOnGeR

at 60% capacity:  43% incRease in cHaRGe cYcles 
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